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alongside of the deepwater port while
the persons are on the deepwater port.

[USCG-1998-3884, 71 FR 57651, Sept. 29, 2006,
as amended by USCG-2013-0397, 78 FR 39179,
July 1, 2013]

§149.338 What are the requirements
for immersion suits?

(a) Each unmanned deepwater port
located north of 32 degrees North lati-
tude must comply with the immersion
suit requirements applicable to mobile
offshore drilling units under 46 CFR
108.580, and immersion suits must be
approved under approval series 160.171.
Except as under paragraph (b) of this
section, the immersion suits need be on
the deepwater port only when persons
are on board.

(b) If an attending vessel is moored
to the unmanned deepwater port, the
suits may be stowed on the vessel, in-
stead of on the deepwater port.

§149.339 What is the requirement for
previously approved lifesaving
equipment on a deepwater port?

Lifesaving equipment such as life-
boats, liferafts, and PFDs on a deep-
water port on January 1, 2004, need not
meet the requirements of this subpart
until the equipment needs replacing,
provided it is periodically tested and
maintained and in good operational
condition.

§149.340 What are the requirements
for lifesaving equipment that is not
required by this subchapter?

Each item of lifesaving equipment on
a deepwater port that is not required
by this subchapter must be approved
by the Commandant (CG-5P).

[USCG-1998-3884, 71 FR 57651, Sept. 29, 2006,
as amended by USCG-2013-0397, 78 FR 39179,
July 1, 2013]

Subpart D—Firefighting and Fire
Protection Equipment

§149.4‘?0 What does this subpart apply
to?

This subpart applies to all deepwater
ports except unmanned deepwater
ports consisting of a submerged turret
loading or comparable configuration in
which cargo transfer operations are

§149.403

conducted solely aboard the tank ves-
sel by the vessel crew.

[USCG-1998-3884, 71 FR 57651, Sept. 29, 2006,
as amended by USCG-2013-0397, 78 FR 39179,
July 1, 2013]

§149.401 What are the general require-
ments for firefighting and fire pro-
tection equipment?

Each deepwater port must comply
with the requirements for firefighting
and fire protection equipment in this
subpart.

§149.402 What firefighting and fire
protection equipment must be ap-
proved by the Coast Guard?

Except as permitted under §149.403,
§149.415(c) or (d), §149.419(a)(1), or
§149.420 of this part, all required fire-
fighting and fire protection equipment
on a deepwater port must be approved
by the Commandant (CG-ENG). Fire-
fighting and fire protection equipment
that supplements required equipment
must also be approved by the Com-
mandant (CG-ENG), unless approval by
the Officer in Charge of Marine Inspec-
tion (OCMI) is requested and granted
pursuant to §149.403 of this subpart.

[USCG-1998-3884, 71 FR 57651, Sept. 29, 2006,
as amended by USCG-2013-0397, 78 FR 39179,
July 1, 2013]

§149.403 How may I request the use of
alternate or supplemental fire-
fighting and fire prevention equip-
ment or procedures?

(a) The operator may request the use
of alternate or supplemental equip-
ment or procedures than those required
in this subchapter.

(b) Upon request, the Sector Com-
mander, or MSU Commander with
COTP and OCMI authority, may allow
the use of alternate equipment or pro-
cedures if the alternatives will:

(1) Accomplish the purposes for the
requirement; and

(2) Provide a degree of safety equiva-
lent to or greater than that provided
by the requirement.

(¢c) The Sector Commander, or MSU
Commander with COTP and OCMI au-
thority, may require that the request-
ing party:

(1) Explain why applying the require-
ment would be unreasonable or imprac-
ticable; or
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